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 WEDM has evolved as a well admired technique for machining of difficult to cut materials such 
as superalloys. WEDM produces intricate shape and profiles of superalloys by thermoelectric ero-
sion process. But as the process is carried out at very high temperature, the formation of heat 
affected zone, microcracks, recast layer, porosity etc. resulted in decreased surface integrity of 
machined specimen and becomes a big problem in WEDM. Discharge energy is the most influ-
encing parameters that affect the surface integrity of WEDmed samples. In this study, Inconel 
825, widely used in aerospace industry for making of combustor casing and turbine blades, was 
machined with WEDM under different discharge energy. The surface topography of the WEDMed 
specimen was carried cut by using SEM, XRD and EDX techniques. It was observed from the 
SEM micrograph that the machined surface includes cracks, pockmarks, craters, and pulled out 
material. The density and sice of craters increase with increase in discharge energy. Surface crack 
density of 0.0138 μm/μm2 and recast layer thickness of 34.62μm was obtained for the machined 
sample at high value of discharge energy while at low value surface crack density of 0.0016 
μm/μm2 and recast layer thickness of 20.99μm was observed. EDX and XRD analysis of the spec-
imen showed that an appreciable amount of elements viz. Fe (Ferrous), Cr (Chromium), Cu (Cop-
per), Ni (Nickel) are migrated to the surface of the workpiece at high value of pulse on time.    
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1. Introduction 
 

Superalloys are extensively used in aerospace industries, petrochemical industries, food processing in-
dustries and pollution control equipments due to their good mechanical strength at high temperature 
(Thellaputta et al., 2017). Among Nickel based superalloys, Inconel series possesses high temperature 
corrosion resistance, oxidation resistance and creep resistance properties which  are important for aero-
space industry for manufacturing of turbine disks, blades, combustors and casing (Aggarwal et al., 2015). 
Inconel 825 possesses superior mechanical properties, provides resistance to chloride pitting as well as 
resistance to a variety of oxidizing atmospheres than other Inconel alloys (Rajyalakshmi and Venkata 
Ramaiah, 2013; Kumar et al., 2018).  
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One of the major problems faced while machining of Inconel 825 with conventional method is generation 
of high temperature between tool and workpiece that causes formation of chips and built up edges result-
ing in decreased surface integrity. This is due to presence of high abrasive particles in its microstructure 
and its low thermal conductivity (Singh et al., 2015). To provide the effective solution, WEDM a non-
traditional method has been used for machining of superalloys to meet the requirement of high degree of 
precision and accuracy. WEDM has been used for machining of a vast range of electrically conductive 
materials such as steels (Lodhi et al., 2014), titanium alloys (Nourbakhsh et al., 2013) and superalloys 
(Caydas et al., 2016), disregarding of their strength and hardness. As the tool never comes into contact 
with the work piece, less stress is created in work material. Fragile and thin sections can easily be ma-
chined without deformation (Ghodsiyeh et al., 2013). 
 
Since WEDM process occurs at very high temperature (8000-12000°C), it is having significant impact 
on the surface integrity of the work piece. Surface parameters including surface morphology, surface 
roughness, residual stress, microstructure, and micro-hardness are crucial in determining the final per-
formance of the machined specimen. The formation of heat affected zone, microcracks, recast layer, 
porosity etc. remains a big problem in surface structure of machined specimen during WEDM process 
(Shen et al., 2017). Therefore, analysis of surface integrity is required to determine the final performance 
of the machined product.  
 
Various studies have been reported on surface integrity studies of WEDM machined steels (Kanlayasiri 
et al., 2007; Chuanliang et al., 2014; Khan et al., 2014) but there are very few reports on the surface 
integrity analysis of nickel-based superalloys (Chen et al., 2016; Garg et al., 2017). Li et al. (2013) ana-
lyzed the surface integrity characteristics in machining of Inconel 718 at different discharge energy. 
EDMed surface topography showed dominant coral reef microstructures at high discharge energy, while 
random micro voids were dominant at low discharge energy. They observed that average surface rough-
ness is significantly reduced at low discharge energy. The thin white layers by trim cut at low discharge 
energy become more continuous, uniform, and are free of micro voids (Li et al., 2013). In another study, 
Aspinwall et al. (2008) reported on machining of Inconel 718 with WEDM, workpiece surface damage 
was extremely low at high frequency/ short pulses duration. Microstructural profile data like average 
recast thickness were observed to be less than 11 µm which mean there is no surface damage (Aspinwall 
et al., 2008). 
 
In micro-structural analysis, crater diameter and crater depth on tool surface and workpiece surface are 
very important parameters to study. Tosun et al. (2003) found that crater diameter and crater depth in-
creased with increase in open circuit voltage, pulse duration and wire speed whereas dielectric flushing 
pressure was less effective for determining the crater diameter and depth. In another report, micro-struc-
tural characterization was carried out for welded joint of two dissimilar material austenitic AISI 304 
stainless steel and Inconel 600 using Nd:YAG laser welding. They observed that during solidification 
temperature gradient, solidification speed and chemical composition influences the morphology of 
welded zone (Neves et al., 2010).  
 
Talla and Gangopadhyay (2016) showed that during machining of IN 625, addition of silicon powder 
had significantly improved surface integrity resulting in 14% more hardness than graphite as compared 
to pure dielectric. Lowest surface roughness and least residual stress were obtained using silicon powder. 
Thakur et al. (2014) investigated the effect of cutting speed and chemical vapour deposition (CVD) mul-
tilayer coating on machined surface integrity of Inconel 825 during dry turning. It was observed that 
increase in cutting speed increased white layer thickness after machining with both uncoated and coated 
tools. CVD coated cemented carbide insert resulted in decrease in white layer thickness particularly in 
the lower range of cutting velocity when compared with that obtained by its uncoated counterpart. Thus, 
WEDM machining parameters have significant influence on the surface integrity aspects of machined 
surface. This study aims to address the effect of different process parameters of WEDM on surface in-
tegrity of Inconel 825 machined under conditions optimized through response surface methodology. 
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2. Experimental procedures  
 
Inconel 825 (150 mm x 150 mm x 10 mm) was used as work material for the present study. Table 1 
shows the chemical and physical properties of work material. Sprint cut computer numerical controlled 
(CNC) Wire Electrical Discharge Machining (WEDM) tool is used for machining.  
 
Table 1  
Chemical and physical properties of Inconel 825 

Chemical Composition 
Element Content (%) 

Ni 38-46 
Fe 22 
Cr 19.5-23.5 
Mo 2.5-3.5 
Cu 1.5-3.0 
Ti 0.6-1.2 
C 0.05 max 
P 0.02 max 
S 0.03 max 

Mg 1.0 max 
Physical properties 

Density 8.14 g/cm3 
Melting Point 1400 °C 

Coefficient of expansion 14.0 m/m/°C (20–100 °C) 
Modulus of rigidity 75.9 N/mm2 

Modulus of elasticity 196 kN/mm2 
 
The workpiece was mounted with the help of a fixture on the machine table. The electrode material used 
was a single-strand plain brass wire of diameter 0.25 mm. Wire was fed through the workpiece continu-
ously by a micro processor. The upper head supplied the fresh wire under tension through the workpiece 
and lower head received the used wire after machining (Fig. 1). A suitable gap of 0.025 - 0.5 mm was 
maintained between wire and the workpiece. High frequency pulse of AC or DC was discharged from 
wire to workpiece with a very small spark gap through an insulated dielectric field. The material gets 
removed from wire and workpiece by the thermoelectric erosion process. When an electric field is ap-
plied, the gap voltage reached the breakdown voltage and high power spark was produced which increase 
the temperature to about 8000-10000°C in between the smallest gap where plasma zone occurs.  During 
machining, the debris produced by the erosion process was flushed by the dielectric fluid continuously 
fed through upper and lower nozzles to the sparking area along the wire.  
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(a) (b) 
  

Fig. 1. Wire characteristics 

2.1 Experimental design 

Surface integrity analysis was carried out on WEDM machined samples of Inconel 825. The sample was 
machined under optimized conditions obtained through RSM. Six parameters i.e. pulse on time (Ton), 
pulse off time (Toff), peak current (IP), gap voltage (SV), wire tension (WT) and wire feed (WF) were 
chosen as input parameters. The actual and coded values of the input variables are shown in Table 2. 
Some factors which are expected to have an effect on performance measure viz. product size and shape 
(rectangular), temperature of the dielectric (28ºC), conductivity of the dielectric (20 mho), work piece 
thickness (10 mm), wire type (0.25mm diameter brass) and angle of cut (vertical) are kept constant. The 
machining performance was measured in terms of material removal rate (MRR), surface roughness (SR) 
and wire wear ratio (WWR).    
 
Table 2  
Experimental factors and their levels for wire electrical discharge machining process 

S. No. Symbol Parameter Units 
Level 1 Level 2 Level 3 Level 4 Level 5 

(-2) (-1) 0 -1 -2 

1 A 
Pulse on time 

( Ton) 
μs 107 109 111 113 115 

2 B 
Pulse off time 

( Toff) 
 μs 32 35 38 41 44 

3 C 
Gap Voltage 

(CS) 
V 42 46 50 54 58 

4 D 
Peak Current 

(IP) 
A 110 120 130 140 150 

5 E 
Wire Tension 

(WT 
kg-f 8 9 10 11 12 

6 F 
Wire feed rate 

(WF) 
m/min 4 5 6 7 8 

 
Material was cut under optimized conditions i.e. 111 machine unit Ton, 35 machine unit Toff, 46V SV, 
140A IP, 9 machine unit WT and 6 m/min WF and the resulting values of MRR, SR and WWR were 
32.015 mm2/min, 2.5283 μm  and 0.000305 respectively (Table 3). 
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Table 3  
Output responses at optimum combination of machining parameters 

Type of  
optimization  

Objective Optimization parameters Response 
(Predicted) 

Response  
(Experi-
mental) 

Desirability % error 

Ton Toff SV IP WT WF  
Multi response Maximize 

MRR & Mini-
mize SR, 
WWR 

111 35 46 140 9 6 31.098, 
2.4306, 
0.000299 

32.015 
2.5283 
0.000305 

0.807 2.86 
3.87 
1.96 
 

 

2.2 Scanning electron microscopic study of the WEDM machined Inconel 825 

Inconel 825 was cut under optimal conditions with WEDM and all measurement related to surface mi-
crograph were performed on JEOL scanning electron Microscope (Model 6100, JEOL, USA); a profile 
measuring microscope that determine the surface microstructures, formation of recast layer and heat-
affected zone of the work material. Etching process of machined sample was carried out with krolls 
reagent (2% (v/v) hydrofluoric acid, 10% (v/v) nitric acid). Then, the samples were cleaned using acetone 
(CH3)2CO for scanning electron micrograph.  

Crack length and area of the micrograph was observed by using Axio-vision software for finding surface 
crack density and recast layer thickness calculated by using the following formulae: 
 
SCDi = LCi / Ai (1) 

 
where,  
SCDi = Surface crack density,  
LCi = Length of the crack (μm),  
Ai = Area of the micrograph (μm2) 
 
RCLt = RCLAi / RCLi (2) 

where, 
RCLt = Recast layer thickness (μm),  
RCLAi = Recast layer area (μm2),  
RCLi = Recast layer length (μm) 
2.3 Elemental and phase analysis of machined Inconel 825 
 
The very high temperatures used in WEDM process instantly melt and vaporize surface work material 
during the discharge process. Complex chemical reactions between the work material, wire material, and 
the dielectric are the basic characteristics of an EDM process. Energy Dispersive spectrograph (EDS) 
analysis was used to measure the element composition of machined surface. X-ray diffraction was used 
to study the phases of WEDM machined Inconel 825 
 
3. Results and discussion 
 
Surface topography study including micro-cracks, craters, debris, pockmarks, heat affected zone, recast 
layer and transfer of the metal particles from wire electrode to work surface, are important parameters 
for analyzing the surface integrity of WEDM machined materials (Shen et al., 2017). In the present study, 
Inconel 825 machined with WEDM under conditions optimized through RSM was used for studying the 
effect of machining parameters on machined surface. Scanning electron micrograph, EDS and XRD anal-
ysis were performed for the work material to analyze the surface of machined samples. 
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3.1 Surface structure of machined sample 
 

SEM Micrograph of the WEDMed surface of Inconel 825 is shown in Fig 1. It can be observed from the 
micrograph that the machined surface was composed of pulled out material that are not flushed from the 
surface by liquid pressure (Fig. 1a-b). The material is removed in the form of spherical chips during 
WEDM process which in turn produce craters and pockmarks on the surface (Holmberg et al., 2017).  It 
is clearly demonstrated by the micrograph that the surface topography of WEDmed sample is a function 
of discharge energy which inturn is a funtion of pulse on time and pulse off time. At high vaule of pulse-
on time and low value of pulse off time, high heat transfers toward the workpiece surface which causes 
melting and evaporation of more work material from the surface resulting in deep craters and pockmarks 
on the surface (Fig. 1a). When the pulse off time increases and pulse on time decreases, a relatively low 
craters and pockmarks were observed (Fig. 1b). This can be because of the reason that due to rapid 
heating and quenching, the local temperature increases more than the melting point of the material re-
sulting in the formation of cracks with the development of high thermal stress exceeding the plastic de-
formation (Kumar et al., 2016).  In this study the size and density of cracks were measured in terms of 
surface crack density at low and high discharge energy by using equation 1. Axio vision software was 
used to calculate the total length of the cracks of the given micrograph and total area of the micrograph 
as shown in Fig. 2(a-b). At high value of pulse-on time (115μs) surface crack density was observed to be 
0.0138μm/μm2 (Fig. 2a), while at low value (107μs), the SCD was observed to be 0.0016μm/μm2 (Fig. 
2b).  

 

(a) (b) 

Fig. 2. Total length of the cracks of the given micrograph and total area of the micrograph 

Microsturcture changes was also observed for the tool electrode due to thermal stresses developed at 
interaface of tool and workpiece (Fig. 3a-b).  
 

(a) (b) 

Fig. 3. Microsturcture changes was also observed for the tool electrode due to thermal stresses 
developed at interaface of tool and workpiece 
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Different craters and residuals of debris were found on the surface of wire electrode. The developed 
stresses in wire was more than the wire strength due to increase of peak current (140 A), wire tension (9 
kg-f) and poor flushing pressure which may result in wire rupture and wire beakeage.  

3.2 Recast layer thickness of machined sample  

Through the SEM micrograph, it was observed that three region were developed during cutting operation 
(Fig. 4a). At very top an appearance was observed at the cross section of WEDMed work surface known 
as recast layer. Recast layer is the layer formed by re-solidification of the melted material on the work 
surface which is not ejected by the flushing pressure or dielectric fluid. Below recast layer there is heat 
affected zone where no melting material is present on the work surface but the micro-structure changes 
from the base material due to intense heat transfer. At the bottom, there is base material.  

 

 
 

 

(a) (b) (c) 

Fig. 4. Three regions developed during cutting operation 

Average recast layer thickness of optimized run was calculated by using the Eq. (2) and Axio vision 
software was used for measurement of area and length of recast layer. As we know that intense heat was 
influenced by pulse-on time and pulse off time (Kolli & Kumar, 2015), so increase in pulse-on time 
increases the amount of melted material from the work surface resulting in increase in average recast 
layer thickness up to 34.62μm at high value of pulse-on time 115 µs (Fig. 4b). At low value of pulse on 
time and high value of pulse off time, the thickness of recast layer was reduced to 20.99μm (Fig. 4c). 
Thus, the formation of recast layer depends upon the process parameters and workpiece properties like 
thermal conductivity. Due to rapid melting and solidification process, the thickness of recast layer altered. 

3.3 Elemental and phase analysis of machined sample 
 
From the EDX analysis of work specimen, it was observed that some metal particles are present on the 
work surface other than base material because during WEDM process some of the debris cannot be 
flushed from the sparking gap so that rest part of debris get deposited on the surface as compounded form 
(Fig. 5). EDX analysis showed that significant amount of elements migrated from wire electrode to work-
piece. Fe (Ferrous), Cr (Chromium), Cu (Copper), Ni (Nickel) was observed at highest peak in the spec-
trum of EDX which shows that an appreciable amount of these elements are migrated to the surface of 
the workpiece. Migration of the elements depends upon the value of pulse on time and gap voltage. At 
high value of pulse-on time and gap voltage, spark energy increases which causes more melting and 
evaporation of material (Khosrozadeh & Shabgard, 2017).  Some residual of the C (Carbon), Cu (Copper) 
and O (Oxygen) elements were also observed on the machined sample because of decomposition of 
dielectric, re-solidification of the wire electrode and mixing of the debris at elevated temperature.  
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(a) (b) 
 

Fig. 5. EDX analysis of work specimen 
 
The debris that gets deposited in compounded form on the work surface was examined by X-ray diffrac-
tion analysis. Different compounds were formed due to migration of workpiece elements, tool electrode 
elements and decomposition of deionized water. Different phases were analyzed by transfer of the tool 
and dielectric elements on the work surface by using X’ Pert High score plus (Fig. 6). It was observed 
from the figure 6 that copper dioxides (CuO2 44%), Chromium Molybdenum Nickel dioxides (Cr9 Mo21 
Ni20 O2 12%), Iron Nickel (Fe Ni3 44%) were found as compounded form on the surface of the specimen 
(Table 4).  
 
 

Fig. 6. The changes of dielectric elements on the work surface 
 
Table 4  
XRD phase pattern analysis of identified phases 

Ref. Code Compound Name Chemical Formula Semi Quant [%]
03-065-9743 Copper dioxides Cu O2 44 
03-065-7733 Chromium Molybdenum Cr9 Mo21 Ni20O2 12 
01-071-8323 Iron Nickel dioxides Fe Ni3O2 44 

4. Conclusion 

The present study deals with the microstructure analysis of WEDMed machined sample (Inconel 825) at 
high and low value of pulse on time and pulse off time. Surface topography of machined sample is highly 
dependent on discharge energy. At low value of pulse on time and high value of pulse off time, less 

Position [°2Theta] (Copper (Cu))

20 30 40 50 60 70 80

Counts

0

2000

4000

 4
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numbers of craters, cracks and pockmarks were observed. The surface crack density and recast layer 
thickness was also observed to be minimum. With increase in pulse on time and decrease in pulse off 
time, the discharge energy increases which inturn increased the surface crack density and recast layer 
thickness. Thus, discharge energy is the most influencing parameters for maintaining the surface integrity 
of WEDmed samples of Inconel 825.   
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